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SUMMARY

The effect of inclination of the sirstream on the measured pressures
of 54 total-pressure tubes has been determined for angles of attack up
to 60° and over a Mach number range from 0.26 to 1.62. The investigation
was conducted in five wind tunnels at the Lengley Aeronautical Leboratory.

For simple, nonshielded tubes, the useble angulsr renge was found
t0 depend on the externdl shape of the nose section, the size of the
impact opening (relstive to the tube dismeter), end the shepe of the
internal chamber behind the impact opening. The best -combination of
these design features (that is, a tube having a cylindrical nose shape,
an impact opening equal to the tube diameter, and a 30° conlcal chamber)
produced the highest useble range (sbout 28° at a Mach number of 0.26)
of any of the nonshielded tubes.

In cases where a useble angular range larger than #28° ig required,
a mich higher renge may be obtained with shielded tubes. The usable range
of a tube with a shield having a conical entry, for example, is sbout #h1°
at a Mach number of 0.26. Changing the shaepe of the entry of the shield
to a highly curved section incresses the usable range to sbout #63°, the
highest of any of the tubes tested. The throets of these tubes were vented
through the walls of the shield, a design feature permitting end-mounting
of the tube on a horizontal boom.

" For airspeed applicatlons where it is not essential that the tube
have a large negative angle-of-attack range, the usable range msy be
extended to higher positive angles of attack by means of a leading-edge
slant profile. For slant profiles up to 20°, the ussgble renge at positive
angles of attack can be extended by about 1° for each degree of slant.

The effect of Mach number on both unshielded and shielded tubes was
found to be considerable. For most of the unshielded tubes the ussable
range incressed with Mach number, whereas that of the shielded tubes
decreased with Mach number.
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INTRODUCTION

The Nationsl Advisory Committee for Aeronsutics has conducted a series
of wind-tunnel investigations to determine the effect of ineclination of
the alrstream on the messured pressures of s number of total-pressure
tubes through a wide range of angle of attack at subsonic, transonic, and
supersonic speeds., The results of these lnvestigations have been reported
in references 1 to 6. This report summarizes these results and presents
the data in a form permitting a more detalled comparison of the effects
of the pertinent design veriables.

These investigations were conducted for the purpose of cbtaining
information which would lead to the design of rigid-type tubes capsble
of measuring total pressures correctly at high engles of attack and st
high speeds. The need for this informetion has arlsen in recent yesars
because of the development of asirplanes having the cepebility of maneu-
vering to high angles of attack at supersonlc speeds end becsuse con-
ventional tubes, both rigid and swiveling, are unsatisfactory under these
conditions, Conventional rigid tubes, that is, those with hemigpherical
or ogival nose shapes, are unsatisfactory because the meesured pressure
begins to deviate from the free-stresm value at moderate angles of attack.
Swiveling tubes, on the other hand, are considered undesirsble because
of the possibility of structursl failure at high speeds.

Information needed for designing a tube which would be satisfactory
at high angles of attack at subsonlc speeds has been availsble for scme
time. In 1935, for exanmple, Merriam and Spaulding (ref. 7) showed that
a tube could be made Iinsensitive over a wide range of angle of attack
by making the impasct opening a large percent of the tube diameter. During
the same year, Kiel (ref. 8) reported a design of a shielded tube which
read correctly to an angle of attack of sbout 35°, Unpublished tests
by the National Advisory Committee for Aeronautics of this tube, however,
showed that the flow about the circular spindle on.which the tube was
mounted caused the tube to vibrate so severely at a Mach number of
ebout 0.6 that the tube could not be used sbove this speed.

With this information as a starting point, the program for the
present investigaetion was formulated to investigete (1) various con~
figurations of simple, unshlelded tubes having lerge impact openings
and (2) a design of & shielded tube in which the throat would be vented
through the wall of the shield and thereby eliminste the spindle mount
and permit the tube to be mounted on the end of & horizontal boom. 1In
addition, various conlcal-shaped tubes were included in the tests because
of their posslible use as instruments to measure angles of attack and yaw
(ref. 9). Also, because of its widespread use in service operations,
an oglval-shaped tube was Investigated., Although this particular tube
had already been tested at supersonic speeds (ref. 10), these tests were
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limited to angles of attack of 10°. Hemispherical-shaped tubes, as
exemplified by the Prandtl tube, were not included in the present investi-
gation because they were known to be very senslitive to angle of attack
(ref. 11).

SYMBOLS

Ag frontal ares of shield (shielded tubes)

Ay vent area of shield (shielded tubes)

a distance from leading edge of total-pressure probe to face of
shield (shielded tubes)

d diameter of impact opening of tube

D body diameter of tube

Dy diameter of tube at face of conical tube

Do diameter of throat of shielded tube

Py total pressure of free stream

Pt total pressure measured by tube at o = O°

p" total pressure measured by tube at o # O°

Apy total-pressure error (py - Pt" at subsonic speeds; py' - pt"
at supersonic speeds) '

P static pressuré of free streanm

de! indicated impact pressure (pt - p at subsonic speeds; P! - D
at supersonic speeds)

M free-stream Mach number

o " angle of attack of tube, deg

¥ angle of yew of tube, deg

B internal cone angle, deg

4 glant profile angle, deg
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APPARATUS AND TESTS

Diagrams of the 54 total-pressure tubes which were tested during
the investigation are shown in figure 1. For purposes of comparison, the
tubes were divided into five groups on the basis of the external shape
of the nose sectlion: cylindrical (series A), 15° conical (series B)
30° conical (series C), 45° conical (series D), and ogivael (series Es.
For convenience, the cylindricel tubes in series A have been divided
into two subgroups: A (nonshielded) and Ag (shielded). Tubes Ag-1,

Ag-2, Ag-3, and Ag-4 had body dismeters of 3/h inch so that they could

be tested in the test sectlion of the langley 9-inch supersonic tumnel
during the initigl part of the investigetion. All other tubes had body
dlameters of 1 inch. The design of the varlous tubes in each of the five
series was varled as regards both internsl shape and configuration of the
total-~-pressure entry.

The investigation was conducted in five wind tunnels: +the 6- by
6-foot test section of the langley stebility tunnel, the Lengley high-
speed T- by 1O0-foot tunnel, the Langley 8-foot transonic tunnel, the
Langley 9-inch supersonic tunnel, and the lLangley 4- by 4-foot super-
sonic tunnel. TFor the tests in the Langley stability, 9-inch supersonic,
and L4~ by L-foot supersonic tunnels, the total-pressure tube to be tested
was mounted on a special U-shaped swivel mechanism which was mounted on
the side wall of the tunnel. A typilcal installation is that of the
stabllity tunnel shown in figure 2. These U-supports were designed with
the axis of rotation in line with the leading edge of the total-pressure
tube in order that the total-pressure entry would remsin at the same
point in the alrstream for all angles of attack., The inclination of +the
tube to the air flow was set by means of a control arm attached to the N
U-support and located outside the tunnel wall. The angle of attack of
the tube was measured elther on a clrcular scale attached to the control
arm or with a cathetometer located outside the tunnel. For those tests
in which angle of attack was measured by a scale, deflection of +the -
U~gupport under air load was investligated snd 1in each case was found to
be negligible,

For the tests in the langley high-speed T~ by 10-foot tunnel and
8-foot transonic tunnel, the tubes were mounted on a bent sting adapter
attached to a sting support. The angular setting of the sting-coupling
combination was such that the leading edge of the tube remained in —
approximately the same point in the tunnel for all settings of the tube.
The inclination of the tubes with this apparatus was set by measns of a
remote~control mechanism and the angles of attack of the tubes were . —-
measured by means of a cathetometer. The measurements of angle of attack
were mede with the tunnel operating in order that the effects of sting )
deflection due to airloads might be eliminated. B "
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The various tubes were tested at one or more values of Mach number
between 0.26 and 1.62. For each test speed, the tubes were moved through
the angle-of-attack range (#45° for most tests but as high as 60° in some
cases) in increments of about 5°. For each setting of the tube, the
total-pressure error was determined by measuring the difference between
the total pressure reglstered by the test tube and g suitaeble reference
pressure. In most of the subsonic tests, a total-pressure tube fixed at
zero angle of attack and located in another part of the tunnel provided
the reference pressure. TIn the supersonic tests, the pressure in the
tunnel settling chamber was used as the reference pressure. For the
subsonic tests, the total-pressure error was determined directly as the
difference between the pressure of the test tube and the pressure of the
reference tube (pi" - Pt)' For the supersonic tests, where shock formed
shead of the test tube, the total-pressure error was determined as the
difference between the pressure measured by the tube at a given angle of
attack and the pressure measured by the tube at zero angle of attack
(pt" - Pt'). As this test procedure corrected, in effect, for the total-
pressure loss through the shock shead of the tube, the total-pressure
errors presented in this report for supersonlc speeds are s function only
of changes in sngle of attack and are therefore directly comparsble with
the subsonic data. Estimated accuracies are as follows:

Tunnel Angle of attack, o, deg Aptt fae!
Lengley stebllity 0.25 $0.002 at M = 0.26
Lengley high-speed 7- by 10-foot .25 f: oop o Mo o2
langley 8-foot transcnic .1 : %{ :: %: 2:51
Langley 9-inch supersonic .1 +.002 at M= 1.62
iy 1 bt s E from s 171G G ma )

RESULTS AND DISCUSSION

The results of the tests of the 54 total-pressure tubes are sum-
marized in teble I, which presents the range of insensitivity of each
of the tubes at Mach numbers ranging from 0.26 to 1.62.

The range of insensitivity as used in this report is a ecriterion
which has been chosen as & basis for comparing the performsnce of the
verlous tubes. It is defined as the range of angle of attack over which
a tube remains insensitive to inclination to within 1 peércent of q,’'.

For convenience, another term, the sensitivity angle, is also used.

This is defined as the angle of attack at which the total-pressure error
reaches a value of 1 percent of ga'. For symmetricel tubes the sensi-
tivity engle is half the range of insensltivity.
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An example of the baslec date from which the sensitivity angle of
each of the tubes was determined is given in figure 3 for tube A-2. This
figure shows the variation of the total-pressure error Apt/qc' with “

angle of attack for Mach numbers of 0.26 and 1.62. As defined by these
curves, the sensitivity angle is 23° at M= 0.26 and is 29° at M = 1.62.

It will be seen from figure 3 that the total-pressure error remains
zero up to a certain angle and then begins to deviate in a negative direc-
tion. In this case the sensitivity angle is determined by the angle of
attack at which the total-pressure error becomes -1 percent of gqe'. This
variation of total-pressure error with angle of attack is typical for the
nonshielded tubes at all Mach numbers and for the shielded tubes at sub-
gonic and transonic speeds. In the cellbration of one shlelded tube st
supersonlc speeds, however, the error deviated first to positlve values
and then, at a higher angle of attack, began the normsl deviation in a
negative direction as shown in figure 4. In this case the sensitivity
angle is determined by the angle of attack at which the error reaches
a value of +1 percent of qq'.

Effect of Impact-Opening Size

The effect of varying the size of the impact opening (or more
specifically, the ratio of the impact-opening diemeter d +to the tube
diemeter D) of three cylindricel tubes &t M = 0.26 may be seen from
figure 5(a). This figure shows that the sensitivity angle increases with
increasing slize of impact opening and reaches a value of 23° for the tubes
having impact openings of 0.96 and 0.98. _Although the calibrations of &
these two tubes (ref. 1) showed that the tube having the larger opening
was actually less sensitive to inclination at angles of attack above the
sensitivity angle, the differences were insufficient to produce a notice-
able effect on the values of the sensltivity angle.

The variation of sensitivity engle with lmpact-opening size for
tubes heving a 30° conical nose section is presented in figure 5(b). As
in the case of the cylindricel tubes, the sensitivity angle is shown to
increase with increasing size of the impact opening.

" The effect of varying the size of the impact opening for tubes
having 15°, 30°, and 45° conical nose sections is shown in figure 5(c).
In contrast to the dates shown in figure 5(b), the size of the impact
opening in this case is defined as the ratlo of the impact diameter 4
to the diameter of the face of the tube Dj. The curves in figure 5(c)

show that for each of the three conicsl tubes the sensitivity angle
incresses with increasing values of d/Dl, the rate of increase being

greatest for the 15° conical tube and least for the 45° conical tube.

),
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Effect of Varying the Shape of the Internsl Chamber

The effect of the shape of the internal chamber on the character-
istics of cylindricel tubes having blunt leading edges can be shown from
a comparison of the sensitivity angles of tubes A-2 and A-5 at M = 0.26.
(See teble I.) The deslgn of these tubes was similaer in leading-edge
shape, size of impact opening (0.98D), and depth of chanber (1.0D);
the tubes differed, however, in that the chamber of tube A-2 was cylin-
dricel whereas that of tube A-5 was hemispherical. Comparison of the
sensitivity angles of the two tubes shows that the performance is improved
by changing the chamber from cylindrical to hemispherical and that the

o]
magnitude of the improvement 1s gbout 2% .

The effect of internal shape on cylindricsl tubes having sharp
leading edges may be seen from a comparison of the sensltivity angle of
tube A-h with that of tubes A-10 snd A-11 (table I). These tubes are
alike in that each has an internally beveled leading edge but differ
in that tube A-l has & cylindrical chamber (1.0D in depth); whereas
tubes A-10 and A-11 have conical chanbers extending 1.15D and 0.90D,
respectively, behind the leading edge. Since the average depth of the
chembers of tubes A-10 and A-11 approximates that of tube A-4, sn average
value of the sensitivity angles of tubes A-10 and ‘A-11 should provide a
valid comparison of the relative merits of the two chembers. On this
basis, the sensitlvity engle for the conical chamber would be 2. 59, a
value which compares with 23 for the cylindrical chamber. The conical
chember is therefore shown to be slightly superior to the cylindriecal
chamber for M = 0.26.

The effect of varying the angle of the conical chambers in tubes
having cylindrical, conical, and ogival externsal shapes is gshown in fig-
ure 6. For each of the five series of tubes the sensitivity angle
increased with decressing angle for cone angles between 30° and 50°.

Tests of cylindrical tubes with cone angles less than 30°, however, showed
that the sensitivity angle remains essentially constant for cone angles
below this value.

Effect of External Shape

The effect of external shape on the angle-of-attack characteristics
of total-pressure tubes may be determined by comparing tubes having the
same type of pressure entry in each of the five series. Such s comparison
may be made from figure 6, where data asre presented for five external
shepes, each having conical chambers of 30°, L0°, and 50°. It will be
seen from figure 6 that the sensitivity angles of the cyldindrical tubes
are greater than those of any of the conical or ogival tubes. Of the
conical tubes, the sensitivity angle of the 15° tube 1s the greatest
and that of the 45 tube, the least. The sensitivity angles of the oglval
tubes spproximste those of the 15° and 30° conical tubes.
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From the foregoing discussion it will be seen that the usable angular
range of simple nonshielded tubes depends on the external shape of the nose
section, the size of the impact opening (relative to the tube diameter),
and the shape of the internal chamber behind the impact opening. The best
combination of these three design features (a cylindrical tube having en
impsct opening equel to the tube diameter and a 15° conicel chamber) pro-
duced the highest range of insensitivity (£27.5° at M = 0.26) of any of
the nonshielded tubes.

Effect of Slant Profile

The effect of varylng the slant of the leading-edge profile of a
cylindrical tube may be seen by comparing the calibrations of tubes A-2
and A-6 (fig. 7(a)). The range of insensitivity of tube A-2 is +23°
whereas that of tube A-6 is -13 to 32. Changing the profile from square
to a slant of 10° 1s shown to have the beneficlal effect in shifting the .
calibration of a square-ended tube slong the angle-of-sttack scsle by 9.5°
so that the tube remsins Insensitive to higher positive angles of attack.
The range of insensitivity of tube A-6 at angles of yaw was shown in .
reference 1 to be $23° or the same as that of tube A-2 at angles of attack _
and yaw. From tests of tube A-6 8t angles of attack combined with angles
of yaw (ref. 1), it is possible to define the complete boundaries within
which the tube will remain insensitive to within 1 percent of the impact
pressure (fig. T(b)). This figure shows that, for angles of yaw up to
15°, the sensitivity angle of the tube is still as high (23°) as that of
tube A-2. Tt may be concluded, therefore, that a slant profile hes the
effect of extending the range of insensitivity to higher positive angles g
of attack (with ¥ = O°) without loss in performsnce at either angles of
yaw (gith o = 0°) or at angles of attack cambined with angles of yaw up
to 15°.

The effect of changing the slant of the leading-edge profile of an
ogival tube from 10° to 20° mey be determined by comparing the renges of
insensitivity of tubes E-2 and E-3. (See table I.) It will be seen from
these values (-1.5° to 11.5° for tube E-2 and 8.5° to 21.5° for tube E-3)
that the effect of increasing the slant angle from 10° to 20° is a shift
of the curve along the angle-of-attack scale by 10°. It would sppear,
therefore, from the resulis of the tests of cylindrical and ogival tubes
having slant profiles that, for slant angles up to 20°, the sensitivity
angle may be extended to higher positive angles of attack by gbout 1° for -
each degree of slant angle. o ' ' '

Effect of Venting of Shielded Tubes ' "
The_effect of venting Kiel-type shielded tubes is shown in figure 8(a).

This figure shows that at M = 0.26 the effect of venting is considerable,
for the sddition of a vent area equal to one-half the frontasl srea of the -
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shield increases the sensitivity angle from 24° (for the no-flow con-
dition) to 38.5°, A further increase in the vent area to 1.0 times the
frontal area is not nearly as effective because the sensitivity angle in
this case was extended to only 41°. TIncreasing the vent area to 1.5 times
the frontal area produced a negligible further increase in the sensitivity
angle (1/20).

The curve in figure 8(s) indicates that at M = 0.26 the throat
becomes choked when the vent area Av/Ao 1s somewhat less than 1.0.
Slnce the size of the vent ares corresponding to the choked condition
decreases with increasing Mach number, a vent area of asbout 1.0 would be
satisfactory for Mach numbers sbove 0.26. In order that the vent area
be large enough for Mach mumbers below 0.26, s vent area Ay/Ac of 1.5
was adopted as a standard for the shielded tubes of this 1nvestigation.
A point of interest in this commection 1s the fact that, at least for
M = 0.26, the wall-type venting of these tubes was shown to be as effec-
tive as the type of venting of the Klel tube (ref. 8).

Effect of Varying the Probe Posltion and the Throat
Diemeter of Shielded Tubes

The effects of varying (1) the location of the leeding edge of the
probe with respect to the leading edge of the shield (a/D) and (2) the
diameter of the throast of the shield (Do/D) were investigsted by tests
of tubes Ag-5, Ag-6, Ag~T, Ag-8, and Ag-9. Tubes Ag-8 and Ag-9 were
the same as Ag-5, Ag-6, and Ag-T except for the throat diameter which
was increased from the Klel standard of 0.5 to 0.591 (an increase
of 50 percent in the ares of the throat). (Note that the increase in
throat diameter of tubes Ag-8 and Ag-9 was sccompanied by s small
decrease in the angle of the entrance cone.)

The variation of sensitivity angle with varying probe position and
throat diameter 1s shown in figure 8(b). This figure shows that, for
this particular configurstion and at M = 0.26, moving the probe forward
of the 0.5 position has a negligible effect on the vglue of the sensitivity
angle, whereas moving the probe to the resr decreases the sensitivity
angle by 1.29. The effect of increasing the area of the throat 50 percent
ids shown to lncrease the sensitivity angle by sbout 2.5°%.

Effect of Slant Profile on Shielded Tubes
The effect of varylng the leading-edge profile of a shielded tube

by 10° may be seen by comparing the sensitivity angles of tubes Ag-5
and Ag-10 for M = 0.26 (teble I). The probe position for each of
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these tubes was 0.500. The effect of the profile in this case was to
increase the sensitivity angle by 9.7°, which corresponds almost exactly
with the increase obtained with the nonvented cylindrical and ogival
tubes.

-

It had been thought that, in order for the tube with the slant pro-
file to be comparsble with that of the standard Kiel design, the position
of the probe for the slanted shield should be moved resrwerd to a point
where the leading edge of the probe would be midweay between the rear
of the cone and the point where the slant intersects the axis of the tube.
It was for this reason that tube Ag-1ll was tested with the prcobe located

at a/D = 0.,544. The results of the tests of this probe position,
however, showed the sensitivity angle to decrease by 3.3° from the value
of the sensitivity angle with the probe at the 0.5 station. _ _

In the tests of the shielded tubes with the slant profile the angular
range in the negative direction was insufficient to define the negative
sensitivity angle. From the tests of the nonvented cylindrical tube A-6,
however, it was shown that the range of insensitivity remains essentlally
constant when the profile is changed from square to a 10° slant. On the
assumption that the range of insensitivity of shilelded tubes also remains
constant, the negative sensitivity angles of these tubes were estimated on
the baslis of the range of insensitivity of tube Ag-5. These estimated
values are inecluded in table I.

From the calibration of tube Ag-10 at angles of yaw (with o = 0°) at
M= 0.9 (ref. 3), the sensitivity angle was found to be %8°. This is
essentially the same as that of tube Ag~5 at M= 0.9. A 10° slant pro-
file on a shielded tube, therefore, exhibits the same characteristics as
those of a nonshielded cylindrical tube; that is, the sensitivity angle p
is extended to higher positive angles of attack without loss in' performance
at angles of yaw (a = 0°).

Effect of the Shape of the Entry of Shilelded Tubes

The effect of varying the shepe of the entry of shielded tubes will
be seen by comparing the results of the tests of tubes Ag-5, Ag-12, Ag-15,
and Ag-16 at & Mach number of 0.26.,. For each of these tubes, the dimensions
a/D end Dp/D were the same (0.500). The entry of tube Ag-5 was conical
with a 14° angle whereas that of the remaining tubes was curved., The slope
of the entry of Ag-12 was 60° at the leading edge end O° at & distence 0.5D
behind the leading edge. The slope of the entry of tube Ag-15 was 30° at
the leading edge and 0° at a distance 1.0D behind the leading edge. The =
entry of tube Ag-16 is an adaptation of an NACA nose inlet, and the leading
edge of this tube was round whereas that of the remsining tubes was sharp.
The design of the tubes having curved entries was suggested by a report by .
Moffat (ref. 12) of tests with small-scale shielded tubes designed for
engine and duct survey work.
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The sensitivity angles of tubes Ag-5, As-12, and Ag-15 at M= 0.26
are shown in figure 9 as a function of the internsl cone angle of the
shield. (The sensitivity sngle of tube Ag-16 was not included in figure 9
since its leading edge is round, whereas those of the other tubes were
sharp.) This figure shows the sensitivity angle to increase with an
increase in the cone angle and that the magnitude of the increase between
the 28° cone of the Kiel tube and the 120° angle of tube Ag-12 is 21.9°.
Thus, the sengitivity angle of a shielded tube masy be increased by about
50 percent by changing the conicel entry of the Kiel design to a curved
entry having a high degree of curvature.

The effect of varying the position of the probe in a tube having
a curved entry was investigated for positions &/D of 0.456 and 0.5Lk
(tubes Ag-13 and Ag-14}. The results of these tests (see teble I) showed
the sensitivity angle to be affected to only a negligible extent for this
variation in probe position.

When the results of the tests of the total-pressure tubes at subsonic
speeds are summarized, 1t will be remembered that the best of the non-
shielded tubes (aside from those having slant profiles) produced a range
of insensitiblty of about #28°, For those cases where a ussble angular
range larger than 128° is required, a much higher range of insensitivity
may be obtalned with a shielded tube. The range of insensitivity of a
tube with a shield having a conical entry, for example, is 41° at
M = 0.26. Changing the shape of the entry of the shield to a highly
curved section increases the range of insensitivity to about 163°, the
highest of any of the tubes tested.

Effect of Mach Number on Nonshielded Tubes

The effect of Mach number on the sensitivity of nonshielded tubes,
as based on the dats at M= 0.26 and 1.62, is shown in figure 10. Tt
will be seen from this figure that, for those tubes in each of the five
series having conical chambers (for which d4/D and d/Dl = 1.0), the

sensitivity angles at supersonic speeds are gppreciably greater than those
at subsonic speeds. The increase in the sensitivity angle for cylindrical

o .
tubes 1is h% to 6°, whereas the increase for conical and ogival tubes

is 8° to 10°. Tubes having relatively smsll impact openings, on the
other hand, were affected by Mach number to a lesser extent. The sensi-
tivity angle of cylindrical tube A-l, for exsmple, showed nc increase
with Mach number, whereas the sensitivity angles for the 15° conical
tubes, B-2 and B-3, increased by sbout only 4C°.

The calibration of ogival tube E-2 at transonic speeds (ref. 5) is
presented in figure 11 ‘to show the effect of Mach number on nonshielded
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tubes throughout the Msch number range. In order to extend this calibra-
tion to lower subsonic.speeds, use has been made of the data of tube E-1

at M= 0.26. The design of these two tubes was the same with the excep-
tion that the impact opening d/D of tube E-2 was 0.43 whereas that of
tube E-1 was 0.32. The sensitivity angle of tube E-2 at M = 0.26 hss
been estimated from that of tube E-1 by assuming the impact opening of
tube E-1 to be increased to 0.43. The rate of increase of the sensitivity
angle with lmpact-opening size of tube E-1 was assumed to be the same as
that of the conical tubes shown in figure 5(b). On the basis of these
essumptions, the sensitivity angle of tube E-1 was found to increase

from 16° to sbout 19°. In order to estimate the sensitivity angle of

tube E-2 at M = 1.62, the assumption was made that the increase in
sensitivity angle of tube E<2 between M = 0.26 and M= 1.62 would

be the same as that of tube E-6 (9.5°). On this basis, the estimated
value for tube E-2 at M= 1.62 would be 28.5°., It will be seen from
figure 11 that the estimated sensitivity angles at subsonic and super-
sonic speeds are in good agreement with the linear celibratlion of tube E-2
through the transonic speed range. From these data it would sppear that
the sensitivity engle of nonshlelded tubes varies in a linear manner with
Mach number throughout the Mach number range from M = 0.26 to 1.62.

Effect of Mach Number on Shielded Tubes

The effect of Mach number on the sensltivity of four shilelded tubes
over & Mach number range from 0.26 to 0.9 is shown in figure 12. Tt
will be seen from figure 12 that the sensitivity angle of all the tubes
decreased with ilncreasing Mach number, the magnitude of the decrease
varying from 3° for tube Ag-5 to 6° for tube Ag-12. The varistion in
sensitivity angle with Mach number of the tube with a shield having a
conical entry (Ag~5) was linear, whereas the calibration of the tube
with a curved entry (Ag-12) shows a breek in the curve et M = 0.5.

The effect of Mach number on a shielded tube throughout the subsonic,
transonlic, and supersonic speed ranges (up to M = 1.61) is given in
figure 13. As indlcated by figure 13, the sensitivity angle remsins at
& congtant value of 63° from M= 0.26 to M= 0.5, decreases linearly
to 56° at M = 1.10, and then decremses further to 40° at M = 1.61.

The calibration of tube Ag-12 at Mach number 1.61 is presented in
figure 4 because it differs from the calibrations of this tube at subsonic
end transonic speeds in one important respect. At the lower speeds, the
total-pressure error remained zero up to an angle of attack Jjust below
the critlcal angle. Beyond this point, the errors became increasingly
negative. The callbretion at M = 1.61, however, shows the error to
become positive at angles of sttack below the range where the error
becomes negative. It is believed that the positive errors at angles of
attack between 34° and 55° results fram the fact that, at angles of
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attack sbove 3&0, the tube no longer measures the total pressure behind
g normal shock but measures instead the pressure behind en oblique shock
with higher totel pressure.

From the preceding discussion it will be seen that the effect of
Mach number. on the range of insensitivity of both nonshielded and shielded
tubes 1s considerable. For most nonshielded tubes, the range of insensi-
tivity increased linearly with Mach number, the increase amounting to as
much as 10° over a Mach number range of 0.26 to 1.62. The range of
insensitivity of shielded tubes, on the other hand, was found to decrease
with Mach number, and, in this case, the varistion was nonlinear.

CONCLUSIONS

The more significant conclusions vhich may be drawn from the results
of the tests of 54 total-pressure tubes at angles of attack up to 60° and
over s Mach number range of from 0.24 to 1.62 are summerized as follows:

For simple, nonshielded tubes the ussble angulsr range (or the range
of insensitivity arbitrarily defined as the angle-of-attack range over
which the total-pressure error remains within 1 percent of the impact
pressure) was found to depend on the external shape of the nose section,
the size of the impect opening (relative to the tube diameter), and the
shape of the internal chamber behind the ilmpact opening. The best com-~
binatlon of these design features, a cylindrical tube heving an impact
opening equal to the tube diameter and a 30° conical chamber, produced the
highest range of insensitivity (sbout 28° at a Mach number of 0.26) of
any of the nonshielded tubes.

For airspeed applications where 1t is not essential that the tube
have a large negative angle-of-gttack range, the usable range msy be
extended to higher positive angles of attack by means of & leading-edge
slant profile. For slant profiles up to 20°, the usable range at positive
angles of attack can be extended by ebout 1° for each degree of slant.

The range of insensitivity of a thin-walled cylindrical tube, for example,
vas extended from 23° to 32° by a slant profile of 10°. The sensitivity
of this tube at angles of yaw and at angles of attack combined with angles
of yew up to 15° was found to be no greater than that of a similar tube
without leading-edge slant.

In cases where a ussble angulsr range lsrger thasn 128° is required,
a much higher range of 1lnsensitivity may be obtained with a shielded
tube, The range of lnsensitivity of a tube with a shield having a conical
entry, for example, is sbout #41° at a Mach number of 0.26. Changing the
shape of the entry of the shield to s highly curved section incresases
the range of insensitivity to sbout #63°, the highest of any of the tubes
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tested. The throats of these tubesg were vented through the walls of the
shileld, a design feature permitting end-mounting of the tube on a
horizontal boom.

The effect of Mach number on both unshielded and shielded tubes was
found to be considersble., For most of the unshielded tubes the range of
insensitivity increased linearly with Mach number, the increase amounting
to as much as 10° over & Mach number range of 0.26 to 1.62. The range
of Insensitivity of shlelded tubes, on the other hand, was found to
decrease with Mach number. For the tube with the shield having the highly
curved entry, the range of insensitivity remsins at s constant value .
of #3° from Mach numbers of 0.26 to 0.5, decreases linearly to #56° at =a
Mach gumber of 1.10, and then decreases further to #0° at a Mach number
of 1.61.

Lengley Aeronsutical Lsboratory,
National Advisory Committee for Aeronautics,
Laengley Field, Va., January 17, 1956.
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TABLE T

RANGE OF ANGIE OF ATTACK OVER WHICH TOTAL-PRESSURE TUBES REMAIN INSENSITIVE

TO INCLINATION TO WITHIN 1 PERCENT q,'

NACA TN 3641

Renge of angle of attack for Mach mumbers of -
Tube
.26 l .5 los O T LBL 0.9 |o.95 1.00LL05J1.10 Tl 61 | L.62

Cylindricel tubes
A-1 |[#11 Fakl
A2 |d23 129
A3 |23 129
A | 223 7.5
A-5 | 125.5
A-6 =13, %2 a"ac: 36
A-T 128.0 132
A-8 27.5 i31.5
A-9 27.5 130
A-10 [ %25.5
K-11 | 323.5

Satelfed tubes ’ - -
Ag-1 |12k
Ag+2 [138.5
Ag-3 1
Ag-h | 1.5
Ag=5 | Hhl.3 Hho.h 139.5 138.6
Ag-6 |+h0.1 .
Ag~T |15
Ag-8 |#L.0
hg-9 [3h2.5
Ag-10 [ 2316, 51 8-30.7, 46.5
Ag-11 | &-32.5, 47,7
Ay -12 :té; g 63,3 60.6 +57.1 156.6 | #57.0 | 156.3 | 455.7 | Hho.0
-13 | 463, :

::-11; +6%5.8
Ag-15 | 4514 5.5 -
Ag-16 | $55.9 1%0.6

15° conical tub_e—s . o
B-1 |21 129
B2 |#13 217
B-3 | $10.% 14
B-h 21 9.5
B-5 [#19 #28.5
B-6 |18 . $27.5

30° conical tubes _ ’
c-1  |#15.5
c-2 | #£17.5
c-3 [£19
c-b 1 $10.5
c-5 |19
c-6 [420.5 8.5
c-7 [+18 128
c-8 |#7.5 1271.5

43° conical tu;:a
p-} [#h
D-2 |39.5
D-3 8
p-h | #15.5
D=5 15 2h.5
D-6 3.5

Ogival tubes

B-1 16 .
E-2 21 }421.5 | #22.2 | +22.8 123.1 | #23.5 |£25.8 jieh.2
E-3 |-1.%, 11.5
Bl 8.5, 21.5
E-5 |19 - 28
B=6 118.5
E-7 |#18

8Estimeted.
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Figure l.- Diagrams of total-pressure tubes.
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Figure 3.- Variastion of +otal-pressure error with angle of attack of
tube A-2 ab subsonic and supersonic speeds.
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Figure 6.- Variation of sensitivity angle with internsl cone angle for

cylindrical, conical, and ogival tubes.

M= 0.26.
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Figure T.- Total-pressure errors and sensitivity angles of cylindrical
tube having slant profile. M = 0.26.
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Figure 9.~ Veariation of sensitivity angle with angles of entry of shield
of three shielded tubes at M = 0.26. Tubes Ag-5, Ag-12, and Ag-15.
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